
Recommendation Number 4 
 
 
Concern: Mid-block crosswalks, especially those with significant pedestrian traffic, are not always 
readily visible to oncoming motorists and high-speed bicyclists, even with the advance warning 
signs. At an unsignalized crosswalk, a driver must give way to a pedestrian (F.S. Ch. 316.130), 
stopping if necessary to yield, unless a sign indicating a requirement to stop for a pedestrian is 
posted, in which case the driver must stop for the pedestrian in any case.  
 
Recommendation: For added emphasis at selected mid-block crosswalks, a “State Law – YIELD to 
Pedestrians/Bikes within Crosswalk” (R1-6) sign can be placed on the centerline wherever 
motorist yielding is still a problem, even after adding the YIELD pavement markings. (See 
Recommendation No. 3.) Because these signs are in the middle of the road, they are effective at 
slowing all vehicles and in increasing motorists compliance; however, they are sometimes hit 
and, even with flexible posts, may need to be replaced occasionally. These devices may also be 
placed along the edge of the traveled way rather than in the middle of the street. 

 

 
 
A pilot installation could be installed at the mid-block crosswalk on Donax Street just south of Periwinkle Way. This 
crosswalk is located such that drivers’ accelerating upon entering Donax Street may unexpectedly encounter pedestrians 
and/or cyclists.  
 
Examples of additional locations where this treatment could assist are:  

• Periwinkle Way at entrance to Lighthouse Park parking lot  
• Periwinkle Way at Bailey Homestead Preserve/Roadside Park  
• Periwinkle Way at Billy’s Bike Rentals  
• Periwinkle Way at Palm Ridge Drive  
• Sanibel-Captiva Road just west of Rabbit Road  

 
There are several other mid-block crosswalk locations that are not mentioned in the above list. We do not mean to 
exclude them from consideration of this suggested treatment; however, the above-listed locations are along corridors 
more heavily used by pedestrian and bicycles. In addition, the crash history indicates that the preponderance of 
bicycle/pedestrian vs. motor vehicle crashes has occurred in the Periwinkle corridor. These types of signs can also be 
placed along the roadway edges if it is found that emergency vehicle access during periods of high congestion becomes 
problematic. These signs are typically mounted to provide for a “spring-back” if hit by a vehicle. Our experience has been 
that this type of device can withstand several “hits” before being damaged to the extent that it must be replaced. We 
have found no evidence that they present a hazard to emergency vehicles. 

 
 


